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SS Ball Bearing 
Cone Bearing 
HERE is no merit in 


inferior types of jacks— 


they are dangerous to use 


as well as expensive to 


keep in repair. 

Buda jacks are high grade 
only—they are recognized 
as being unapproached for 
quality, strength, economy 
and safety. Specify "Buda" 


at 


THE BUDA COMPANY2n 
CHICAGO-ILLINOIS . 


NEW YORK ST. LOUIS 
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| Avoid Errors by Reading This Page | 


Buda Ratchet Jacks 


The extensive line herein listed cover chiefly all 
the lifting requirements. The trip ratchet jacks 
are used for railroad track work, we do not 
recommend them for other work. The double 
acting and single acting ratchet jacks are for 
general lifting purposes up to 20 tons. 


These jacks are of the highest merit—do not 
confuse them with those of inferior make. To 
learn the difference :— 

Read description on pages | and 2. 


Buda “Postop” Ball Bearing 
and Cone-Bearing Jacks 


Under comparative tests with other makes Buda 
jacks have proved their ability to lift greater loads 
with much less weight on the lever. The greater 
efficiency of our jacks is explained on pages || 
and 12 which we ask you to read carefully. 


Note this specially: 


Before shipment each jack is tested to more 
than rated capacity and test tag attached. This 
is important; do not forget this feature, among others. 


| This is Bulletin No. 144; July, 1910 | 


HIGH GRADE, RELIABLE JACKS 


Buda Ratchet Jacks 


Do not confound these with inferior makes which 
are offered only “‘to sell.” There is a big differ- 
ence in the quality of jacks and the man who buys 
an inferior jack gets one which is not safe and one 
which will wear out quickly and operate hard all 
the time he uses it. 


The Dealer’s Advantage 


is to sell what will give the highest satisfaction to 
his customers, and if he buys his goods from a re- 
liable house he will be able to offer Al commodi- 
ties for about what he would have to sell unreliable 


goods Note This 


Buda Ratchet Jacks are composed of the 


following materials : 
Frame or Base--Malleable Iron of high grade. 
Rack- -Forged steel with teeth cut by special machinery. 
Pawls- - Drop forged open hearth steel, case hardened. 
Fulcrum Pin--Spring steel, oil tempered, machined 
and ground. 
Bearings- - Hardened Steel. 


Please note specially that our pawls are not of 
ordinary malleable iron, but are of forged steel and 
are case hardened, giving great strength and wear- 
ing quality. 

And do not overlook the fact that our fulcrum 
pin is not made of ordinary cold rolled steel, cut off 
of a bar, but are of spring steel, oil tempered, ma- 
chined and ground perfectly smooth. 

A fulcrum pin of cold rolled steel is soon badly 
scored by the lever; it bends on the smallest load 
and makes the operation of the jack very difficult, 
and being bent it is quite impossible to drive it out 
—sometimes hasto be drilled out. There is no 
economy in using inferior jacks. 

We do not hesitate to claim our jacks the best. 
We have unequalled facilities for manufacturing 
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them in addition to our ambition to produce the 
best to be obtained anywhere. 

Our name is on every jack. For satisfaction in- 
sist on receiving “Buda Jacks.” 


Select the Jack Best Adapted 


for Your Use 
The following are the variations in mechanical 
operation of ratchet jacks ; 
Single Acting—Automatic Lowering 
These Jacks lift one notch on the downward 
stroke. The load is likewise lowered by pumping. 


Double Acting—Automatic Lowering 
These Jacks lift load one-half notch on the down- 
ward and one-half notch on the upward stroke of 
lever. The load is lowered in the same manner. 


Trip Jacks 

These Jacks are for railroad track use only and 
we do not recommend them for anything else. 
There is no way to lower the load except to trip it. 
This arrangement is provided to quickly remove 
jacks in case of approaching trains. 

We make trip jacks which are single acting and 
other styles which are double acting. Do not or- 
der trip jacks for commercial purposes. 

Capacities 

Our ratchet jacks are made with capacities from 
one-half ton up to twenty tons. (Also for capac- 
ities of from fifteen to seventy-five tons see descrip- 
tion of our ball-bearing jacks.) 


Shipments— Orders —Correspondence 

All shipments are made from our works at 
Harvey, Ill, (a Chicago suburb). Regular 
Chicago freight rates apply. To save time how- 
ever address all correspondence direct to our 
general sales offices, Railway Exchange, Chicago, 
or to our branch offices at 30 Church street, New 
York and Frisco building, St. JLouis. 
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HIGH GRADE, RELIABLE JACKS 


Jacks for Threshing Outfits 


For use in connection with threshing outfits 
we specially recommend our Nos. 52B and 54B. 
In appearance these jacks are similar to our No. 
2 (illustrated) but their capacity and height fits 
them for this particular purpose. 


Our No. 54B is what is most frequently called 
for by threshers, It is 13 inches high, has a 614 
inch rise and a capacity of 5 tons. 


The No. 52B is 2014 inches high, has a 12 
inch rise and is likewise of 5 tons capacity. The 
height and rise desired will determine which of 
these to order; but as we have said, most call for 


the No. 54B. 


Please remember that our jacks operate at 
any angle. Also that they are all high grade. 
The racks are cut from forged bars of high carbon 
steel; the pawls are not of soft malleable iron but 
are forged steel and case hardened; the fulcrum 
pins are not a bar of cold rolled steel—but are of 
spring steel, oil tempered and ground; and remem- 
ber that all bearings are hardened. 


Remember that inferior jacks are dangerous to 
use and likewise expensive for continual repairs. 
It does not pay to take chances with lifting devices. 


You will find Buda jacks unexcelled. They 


are ordered always by people who must have the 
best. 


THE BUDA COMPANY 


Buda Trip Ratchet Jacks 


Made in single and double acting 


types. _ Illustration shows our standard 
No. 1 most generally 
specified. These trip 
jacks are for railroad 
track work only. We do not 
recommend them for anything 
else. The No. 1 lifts load half 
notch on downward and _half 
notch on upward stroke. Load 
No. 1B Double Acting is tripped. 

Trip Jack We make also single acting 
trip jacks where load is lifted full notch on the 
downward stroke only. See list below. 


TRIP RATCHET JACKS 
Double Acting = 
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Price List 
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Code Word 


| Weight, 


Lbs. 


62 | $18.00} Dale 


105 32.00} Dean 


12 } 10 17% 8 50 17.00} Deery 
| 
Single Acting 
11 | 10 17°4 8 25% |14%x1%] 50 17.00 | Depose 
17|10] 24 | 1334 3734 |14x14| 63 18.00] Dandy 
20/15] 31 | 19 50 =| 196x134) 106 | 32.00) Decide 


HIGH GRADE, RELIABLE JACKS 


Buda Automatic Lowering 


Ratchet Jacks 


For all around lifting purposes. 
Made in single acting styles where 
the load is lifted full notch 
on down stroke; and 
double acting where load 
is raised half notch on 
downward and half notch 
on up-ward stroke. All these 
automatic lowering jacks are pum- 
ped down in same manner—the 
direction of lifting bar (or rack) be- 
ing changed by an eccentric on 
side of frame. 

Illustration shows our No. 2, 
No. 2B Double Acting Which is largely used by street car 

Automatic Lowering and traction lines for construction 
and car work. All jacks listed below are same 
general style but of different capacities and heights. 


AUTOMATIC LOWERING 
Double Acting - 
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3 | 12 | 261 Damp 
4/15] 22 35.00 | Dare 
5 | 15 | 28 49.00 | Dash 
6] 15} 31 32.00 | Dean 
7|15 | 35 Dusky 
12 | 10 | 173 Decry 
52] 5] 20% Devise 
54 5| 13 17.00 | Ducat 
: | ee Y onc ] = 
18} 10 | 21 25.00 | Decoy 
19 | 15 | 28 35.00 | Defer 
50} 5|16 17.00 | Debar 
51 | 5 | 20 18.00 | Deck 
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Buda No. 43B Ratchet Jack 


20 Tons Capacity 


Nothing else like this jack on the market. It 
is the only safe ratchet jack lifting 15 to 20 tons. 
Has triple tooth pawls and very substantially con- 
structed throughout. It is quick acting. Raises 
load full notch on downward stroke. A fine jack 
for handling empty cars or for any general work 
up to 20 tons. Frame and working parts are 
malleable; drcp forged paw!s, case hardened; high 
carbon open hearth steel rack; fulcrum pins extra 
large, of high carbon steel tempered and ground; 
special bearings. Has tested mechanical efficiency 
of 77 per cent. 


Rise of Bar 


Price List 
Code Word 


135 ‘ssn. Discern 


HIGH GRADE, RELIABLE JACKS 


Short Lift Ratchet Jacks 


on 
Nos. 8B and 48B. 
These are essentially journal jacks but may be 


used for other purposes. 


The No. 8B is a 10 ton jack, double acting, 


automatic lowering. 


The No. 48B is a 15 ton jack, single acting, 


automatic lowering. 


Like all of our other ratchet jacks, these operate 
at any angle. Jacks are small and easily carried. 


Excellent for electric roads. 


For special uses, extra long rack can be 


supplied. 
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Buda No. 502B Ratchet Jack 


2 Tons Capacity 
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Particularly adapted for use in mines as there 
are no springs to become rusted or affected by 
mineral waters and it is fully capable of handling 
such work. Very convenient for use in cramped 
locations. 

Single acting, operating on the downward stroke 
of lever. Simple construction, nothing to get out 
of order. 

Successfully used on narrow gauge roads and 
for wagon purposes. Very substantially built, 
extra high grade construction throughout. 
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For use in connection with cable spools. Any 
of our jacks may be selected to which add for 
price of bases and connections $15.00 net, per 
pair. This includes fitting jack with special top 
shown. 
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Buda No. 130B Geared 
Ratchet Jack 


40 tons Capacity. 


A powerful and absolute- 
ly safe jack in all respects. 
For quickly handling pas- 
senger and freight cars. 

While rated at 40 tons 
we have tested it to 50 tons. 
It is the strongest and most 
reliable jack of its kind ever made. In general 
use by railroads. 
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It is specially designed and all parts subjected 
to wear and strain reinforced. Has special steel 
plate supporting the rack at back to prevent teeth 
coming out of mesh with main gear and dropping 


load. For this type of jack insist on BUDA. 
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HIGH GRADE, RELIABLE JACKS 


Buda Postop Ball Bearing and Cone 
Bearing Jacks 


The general design is shown in the cut on this 
page. Every jack has the P ostop (or positive stop) 
feature which prevents the main screw being raised 
higher than intended. No other make of jack has 

this feature and the result is the 

jacks are raised too high by 
_ thoughtless workmen which 
&> causes the main screw to bend 
af sometimes making it impossible 
3® to lower the jack and always 
damaging the threads of the 
screw and in the bearing nut. 
This puts the jack out of com- 
mission, waiting for repairs, to say 
nothing of the continued expense 
of renewals. 

Note also the following feat- 


ures of Buda ball bearing jacks. 
Ball Bearings 


We use the highest grade 
balls which are confined in a 
phosphor bronze cage which is 
perforated. This keeps the balls apart and are 
not allowed to grind together as in 
other makes of jacks. “The perfor- 
ations are’ slightly “staggered” so 
that the balls do not follow in a 
perfect train, thus giving a greater 
bearing surface on the upper and 
lower steel bearing plates. 


Gears 


All cut from solid steel blanks by 


specially constructed accurate 
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machine tools. Gears are case hardened. We 
used no cast gears, nor those of soft steel with 


teeth which bend. 
Bearing Nut 

This is a special mixture of bronze used only by 
us. Its resistance to crushing strain has never been 
equaled. This will not crush down and tighten 
about the main screw, under heavy load—a 
difficulty experienced with inferior jacks. 

General Construction 


By competitive tests Buda ball bearing and Cone- 
bearing jacks have proved their superiority in strength 
and efficiency. We have tested alongside of other 
makes where they lifted given loads with from 50 
to 75 per cent less effort. This is due principally 
to correct design and absence of friction—the 
result of accurate machinery and_ experienced 
workmen. 

Screw 
High carbon steel. Cut with great accuracy. 
Tested Before Shipment 


All jacks are tested past rated capacity before 
they are shipped, thus detecting any concealed 
flaws and insuring perfect performance when 
received. Test tag attached to each jack. This 
is an importantfeature. Do not overlook it. No- 
body can afford to take chances with inferior jacks 
under heavy loads. Our test means safety to man 
and material. 

Small Repairs 

Remember the small cost of repairs is likewise 
an important item. Inferior jacks are never satis- 
factory. ‘They are dangerous, hard to operate and 
require continual expense for repairs. Buda jacks 
contain only the best materials and are safe and 
economical from first to last. Don’t go by general 
outside appearances—see that our name is on the 
jack; and look for test tag. 
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HIGH GRADE, RELIABLE JACKS 


Buda 127B Ball Bearing Jack 


75 tons Capacity. 


This is an extra strong bridge jack. General 
construction shown in illustration. Gears are cut 
from solid blanks and are positively supported. 
The main screw is double threaded giving increas- 
ed efficiency and speed. It is a powerful jack 


and a superior one in all respects. 

Not more than half the rated capacity should 
be raised on the foot of this or any other ball 
bearing jack. 


~1 | Capacity 
Diameter 
of Base 


© | Inches 


$200.00 Din 
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General Types of Buda Ball- 
Bearing Jacks 
All Have “Postop” Feature 


No.ll6 
BRIDGE JACK 
50 TONS 


Nos. 101 and 102 No. 123 
See general description on pages 11 and 12 and 


list of sizes and prices on page 16. 
14 


HIGH GRADE, RELIABLE JACKS 


Buda “Postop” 
Cone Bearing 
y Journal Jacks 


THE BUDA COMPANY 
CHICAGR. 
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These jacks are used for removing jcurnal box 
brasses. “They show, under test, an efficiency of 
from 50 to 100 per cent greater than similar 
makes. Jacks shown have “positive stop” 
(Postop) feature which prevents raising higher than 
intended. ‘These are the only jacks with a posi- 
tive stop. Be sure to specify Buda “Postop.” 

Note that the jacks shown here have wheel 
holding device which prevents wheel rising with 
journal box, when removing brass. 

For list of sizes and prices see page 16. 


Traversing 
Bases 


For use in connection with ball-bearing jacks 
Chiefly used in replacing derailed cars. Made of 
best malleable and steel. 


Traverse 
Weight 


| Price List 


| Height 


. 1 25 15 in. 4 in. 60 $35.00 | Ding 
| | 124 10.00 Pong 
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Sizes, Dimensions and Prices 
of 


Buda Ball-Bearing Jacks 


| 
| 
| 
| 
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101 |25/38 | 20 2 | 154 | $95.00 | $6.00 | Deny 
102 15 | 3 20 12/15. | 75.00] 6,60 | Despot 


109 | 25] 20 9 10 | 106} 80.00} 6.00 | Donor 
110 | 25} 24 pu 13 |149] 85.00] 6.00) Dial 
111 | 25) 26 13 12 |164] 90.00] 6.00 | Demon 
i: 35 | 26 13 12 | 165] 125.00] 8.00] Digit 
OX | 35/31 18 12 | 190] 135.00] 8.00] Dike 
123 | 35/20 834} 12 | 135] 120.00] 8.00] Deftly 
115) | 25 | 26 13 8x9 | 157] 96.00} Foot | Dipper 
116 | 50] 24 9 14 | 270 | 150.00 | Foot | Dish 


Lit 50 | 27 13 14 | 292] 150.00 | Foot | Dispel 
104 15 | 22 10 10 80} 60.00} 6.00 | Dogma 
105 15 | 26 13 10 92] 70.00] 6.00) Divert 


103 15 | 20 9 10 80 | 60.00] 5.00} Durance 
B60 | 25 | 10 4Y% Hs 68| 56.00] .... | Dragon 
127 | 75 | 26 12 14 | 385 | 200.00 | Foot | Din 

125 | 60 | 26 12 14 | 323 | 175.00 | Foot | Dismiss 
118 | 35 26 13 2 | 175 | 130.00 | Foot | Diverge 
119 | 35) 32 19 12 | 185 | 138.00 | Foot | Duty 
115A | 25 | 20 9 10 | 125) 90.00] Foot | Drum 
LX |'60)| 27 13 14% | 282 | 150.00] .... | Ditto 
114 25 | 22 10 8x9 | 136] 90.00 | Foot | Dagmar 
11: 35 | 22 10 8x10} 190 | 180.00 | Foot | Depict 
104F | 15 | 22 10 Tx9 80} 60.00 | Foot | Domain 
105F | 15 | 26 13 7x9 |110] 70.00} Foot | Dorsal 


Buda Cone-Bearing Jacks 


45 | 22.00] .... | Dunder 
43} 22.00] .... | Dungeon 
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List of freight rates in effect July 1, 1910, from 
Chicago to 50 principal shipping 
points in the U. S. 
NOTE; All our goods are sold F. O. B. our works at Harvey, 


Ill., which takes Chicago freight rate. These figures are merely given 
here for general information of purchasers. 


a 


The following is the rate per hundred pounds on jacks, in 
less than car load lots, from CHICAGO to 


Atianta;— Ga. ess $1.00 | Los Angeles, Cal...$1.60 
Augusta, Me. ..... 44 | Louisville, Ky. ... .20 
Boston, Mass. .... .44 | Memphis, Tenn. .. .55 
Bismarck, N. D. .. 1.05 | Macon, Ga. ...... 1.03 
Buffalo, N. Y....-% 81 | Nashville, Tenn. .. .61 


Birmingham, Ala, . .90 New Orleans, La.. .75 
Baltimore, Md. .... .88 | Oklahoma City, Ok. 1.07 


Cheyenne, Wyo. .. 1.25 | Portland, Ore. ... 1.60 
Columbia, S.C. .- 1.08 | Pueblo, Col. ...... 1.25 
Charlotte, N. C.... .92 | Phoenix, Ariz. .... 2.26 
Chattanooga, Tenn. .79 | Philadelphia, Pa. .. .38 
Cincinnati, O. .... .20 | Richmond, Va. .... .38 
Columbus, O. .... .21 | Rochester, N. Y... .30 
Des Moines, Ia. .. .40 | Spokane, Wash. .. 2.55 
Detroit, Mich. .... .18% San Francisco, Cal. 1.60 
Denver, Col. ...... 1.25 | Salt Lake City, Ut. 1.98 
El Paso, Tex. .... 1.42 | Shreveport, La. ... .75 
Fort Worth, Tex. . 1.24 | St. Paul, Minn.... .40 
Galveston, Tex. .. 1.24 Sioux Falls, S. D.. .47 
Helena, Mont. .... 2.33 | Syracuse, N. Y. .. .32 
Hartford, Conn. .. .44 | St. Louis, Mo. ... .27% 
Jackson, Miss. .... .80 | Trenton, N. J...... 40 
Kansas City, Mo... .45 lr 'Broyse Naw Mars sees 38 
Lincoln, Neh. .... .49 (Pasnitray: Bld cs tne 1.31 
Little Rock, Ark.. .9214 | Topeka, Kans. .... .64 


{2 The Buda Company is the largest actual manufacturer of 
track and railway supplies in the United States. Our goods may 
be found on over 90 per cent of the entire United States railroad 
mileage. No better recommendation for quality could be mentioned. 
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Buda High Grade Auto Jacks 
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06B 1°) 114 | 6% 11% |$5 00 | Dad 
03B | % | 104%] 5 7% \400| Kid 
02B 4 8} 3 6 | 400 | Baby 
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Each jack furnished with tire pry handle. 
The No, 06B has a swivel top. 


The idea that anything at all will do for a motor car jack 
is fast disappearing on account of accidents which have occur- 
red to owners of cars while using cheap cast iron jacks usual- 
ly included in the car’s equipment. A good reliable auto 
jack should be secured. Don’t waste time and take chances 
on any other kind. Because they give them away with their 
cars, manufacturers buy anything they can get for the least 
money. But even they are revising their policies and many of 
them are now supplying a good jack like one of these. 


There are certain people who want the best, and we 
make these jacks for that class, and for the class of dealers 
who want something reliable to sell that they are not afraid 
to recommend. The jacks are malleable with the exception 
of the rack which is steel with machine cut teeth. 


THE BUDA COMPANY 
New York CHICAGO St. Louis 


